Other Renewable Resources

Biomass/Biogas Energy
Organic matter, called biomass, is burned in an incinerator to produce steam, which then turns a turbine to produce energy. Biomass can also be converted into a combustible gas, allowing for greater efficiency and cleaner performance. Currently, 2.2% of the State’s electricity derives from biomass and waste-to energy sources.
 
Operating biomass and biogas electricity generation facilities use a range of organic waste material as fuel. Solid biomass fuels include woody agricultural wastes (e.g., orchard prunings, fruit pits, nut shells, and rice hulls); urban wood wastes (e.g., broken pallets, wood-product manufacturing wastes, and landscape trimmings); forest thinnings; and forest slash. Biogas fuel sources include landfill gas, dairy and swine manure, and sewage wastewater facilities. Municipal solid waste (MSW) and biodiesel facilities have limited eligibility in California’s RPS. Wood is the most commonly used biomass for power generation. However, the most efficient source of biomass energy seems to be landfill gas. Generation cost from most landfill gas plant is around 4 cents/kWh. Most of the waste we generate ends up in landfills, where it decomposes and produces landfill gas. Landfill gas released into the air smells bad, contributes to local smog, and is an explosion hazard. Additionally, landfill gas is about 50% methane, a potent greenhouse gas that contributes to global climate change. However, this methane is also a reliable and renewable fuel source that, if not collected, goes to waste.
Beyond Stanislaus County MSW combustion facilities are not eligible for California's RPS. MSW facilities that use "an eligible solid waste conversion technology" to gasify or convert MSW into a clean-burning fuel before combustion are eligible for the RPS. 

The CEC states that electricity produced from biodiesel is eligible for the RPS if it is derived from either 1) a biomass feedstock or residue and consists of no more than 25 percent fossil fuel or 2) an eligible "solid waste conversion" process of MSW. Currently, biodiesel is made from recycled cooking oil and soybean oil and is used as a fuel blend with petroleum diesel fuel in some transit fleets and tourist boats. 41 Other applications of biodiesel in the transportation sector are discussed in The Transportation Fuels, Technologies and Infrastructure Assessment Report (publication no. 02-IEP-01). SB 1038 contains a lengthy section containing a general definition and a list of 8 criteria that must be met for a solid waste conversion technology to be eligible for the RPS. The general definition is "a technology that uses a non-combustion thermal process to convert solid waste to a clean burning fuel for the purpose of generating electricity." One of the 8 criteria that must be met is "the technology does not use air or oxygen in the conversion process, except ambient air to maintain temperature control."

Producing electricity from solid organic waste materials greatly reduces emissions of particulate matter and other air pollutants relative to open field burning, controlled burns, or uncontrolled forest fires. Generating electricity from organic solid waste also reduces the amount of waste that is sent to landfills. Generating electricity from animal manure helps to control odor, pathogens, and wastewater discharges associated with animal waste.    

The National Renewable Energy Laboratory (NREL) reports that researchers are studying the use of pyrolysis to convert biomass to a substance called "pyrolysis oil” through anaerobic heating. It may be possible for this process to be developed as a solid waste conversion technology that is eligible for RPS under PUC Section 383.5; however, the NREL suggests that the greater economic rewards for the technology may be found outside of the electricity sector: Because pyrolysis oil can also be refined in ways similar to crude oil, it may also be more valuable as a source of biofuels and biobased products than for biopower generation. Unlike direct combustion, cofiring, and gasification, this technology is not yet in the marketplace. The Energy Commission estimates that there are more than 800 MW of active biomass plants (including woody agricultural wastes, urban wood wastes, forest thinnings and slash, and MSW) in California. Beyond existing biomass facilities, the PIER program estimates that there is an additional 1,300 MW of technical potential available in California. Approximately 100 MW of biomass plants returned to service in 2001. However, according to CBEA, currently, there’re 28 plants, totaling 570 MW, in operation in California, and 13 idle plants with additional 150 MW capacities. A number of biomass plants have been dismantled due to financial difficulties arising from high fuel costs and no power purchase contract.
Regarding biogas facilities in California, the Energy Commission estimates that there are more than 400 MW of existing facilities and that an additional 200 MW of technical potential is available. Based on publicly available data reviewed for this report, 135 MW of undeveloped biogas and 210 MW of undeveloped biomass energy are included in the scenarios for meeting California's RPS by 2017 and the accelerated RPS with renewable energy providing 20 percent of retail sales by 2010.  It is also possible that out-of-state biomass facilities may contribute to California’s RPS.     

Biomass and biogas electric generation facilities are subject to some seasonal variation in fuel availability (especially woody agricultural wastes). Most biomass plant capacities are in the 3 to 10 MW range and  typically operate as base-load capacity (biomass plants have load factors of 80-95%), but can also be designed for dispatchable generation. The latter configuration may be of particular importance in meeting the state’s goal of "least cost best fit" in the RPS program. Unlike other renewables, because their relatively small size and geographically dispersed locations, these facilities usually do not have significant impact on transmission planning, although preliminary results from the PIER strategic value analysis project suggest that this varies according to location within the state. 

The Cost of Biomass/Biogas
The cost of energy from biomass is directly related to the cost of the resource. For instance, landfill gas is typically available in one place at a steady rate until it is used up. Material for solid biomass combustion varies.  Sometimes urban residues will be cheaper than forest residues. Other times forest residues will be cheaper.  In general, a cost of $42 per ton of biomass translates into a cost of about $2.50 per mmbtu. Biomass plants on average consume 1-1.25 bone dry ton of wood residue to generate 1 MWh electricity, and 1 green ton forest wood waste equals to about 2/3rd bone dry ton (CBEA).
Biomass plants are very labor intensive. For example, the 50 MW plant in Riverside employs more than 50 employees in operating the plant, and additional 75 people in collecting and transporting the fuels. 
According to the CEC and NREL, the levelized cost of energy from a 2-megawatt landfill gas facility is estimated to be 4.4 cents/kWh in 2005, dipping to 3.7 cents/kWh by 2017. Electricity from landfill gas is an economically competitive and mature technology with a high capacity factor. By 2005, the levelized cost of energy for anaerobic digester gas from animal waste is estimated to be 4.3 cents/kWh, dropping to 3.6 cents/kWh by 2017. A 20-megawatt solid biomass direct combustion facility is estimated to have a levelized cost of 6.4 cents/kWh in 2005, dropping to 5.6 cents/kWh by 2017.  

The costs of biomass energy are expected to decline on a per kWh basis in the coming years as seen in the chart:

Table 3.d

Levelized Costs for Biomass Energy

	Technology
	Size (MW)
	Typical 2004 Installed Cost
	Levelized Cost of Energy (cents/kWh)

	
	
	
	2005
	2008
	2010
	2017

	Solid Biomass Combustion
	20
	$1500-2000/kW
	6.6
	6.2
	6.2
	5.7

	Landfill Gas
	2
	$1200-1500/kW
	4.4
	4.1
	4.1
	3.7

	Co-firing
	-
	$225-300/kW
	Depends on cost of co-fuel


Source:  California Energy Commission and NREL

However, CBEA has a less optimistic view about the cost of biomass energy. They estimate the capacity cost at about 2,500 $/kW, and the generation cost at 7-8.5 cents/kWh for big plant with 40-50 MW capacity and debt component of 80%. For plants with debt fully paid-off, the generation cost would be 1-1.5 cents/kWh less. For small plants with 10-15 MW capacity, the generation cost is higher, at 8-10 cents/kWh with 80% debt financing.
Limitations to Biomass/Biogas
Although considered a renewable resource, biomass, like burning any organic, will produce air emissions, which must be mitigated at extra cost. Another problem is the availability of reasonable cost fuel in the long run. Fifteen to 20 percent of the total mass of incoming logs in a sawmill becomes waste usable for energy. For urban waste, 10 to 20 percent of the material disposed of in municipal landfills Is clean, separable waste wood, and tipping fees at landfills can range up to $100 per ton, depending on the jurisdiction. Transportation costs are expensive. In general, they are around $10 per ton for 50 miles, and 100 miles is considered the effective maximum distance that biomass fuels could be cost effectively transported for energy utilization. The most available fuels, such as forest trimmings and wooden construction debris only accumulate at a given rate. If these are depleted there are other fuel options such as growing biomass fuels on agricultural land, which may be more expensive or uneconomical altogether. Agricultural residues are relatively more expensive because farmers must be compensated for the loss of the fertilizer value of the residues and because collection and transportation costs are higher as the resource is less dense, and availability of these waste is often seasonal. Similarly, landfill gas accumulates at a certain rate and will eventually be depleted when the organic matter has decomposed.  Dispatchability is not a problem for biomass energy, which may be converted to electricity when needed.  

Biomass/Biogas Resources in San Diego Region
There are four main categories of biomass fuels in the San Diego region: MSW, forestry wood wastes, agricultural wastes, and landfill gas. 
The County Landfill Division jurisdictional reported total county disposal at 3.626 million tons for 2002, and 3.861 million tons for 2003. Apply CBEA’s estimate that roughly only 10% of the total waste disposed of in municipal landfills could be economically separated for energy generation use; total annual energy potential from MSW is about 0.3 to 0.4 million MWh.
Although San Diego County is the third most important agricultural region in the State, a vast majority of agricultural wastes turns into soil, manures and fertilizers. Animal wastes are disappearing to more economically valuable use as fertilizers because of huge demand for fertilizers, political opposition from environmental pollution concerns, high water content, and high costs to transport the fuels to biomass energy generation facilities. 
According to survey and study conducted by the USDA Forest Service, total forestry wood wastes for the County are estimated at 75,000 to 100,000 green tons for 2004, 64,000 to 85,000 green tons for 2005, and 38,000 to 50,000 green tons for 2006. Again, apply CEBA’s conversion factors,
 total energy potential from forestry wood wastes is about 40,000 to 66,700 MWh for 2004, 34,100 to 56,700 MWh for 2005, and 20,300 to 33,300 MWh for 2005. However, the sustainability of forestry wood wastes is highly uncertain and hard to predict for the long run. 
Also worth mentioning here is the on-going 4-year Woody Biomass Utilization project in San Diego County following the 2003 wildfire disaster. The project is aimed to remove dead, dying and diseased trees and other vegetation caused by bark beetle infestation and continued drought. The intended uses of those “3D” woody wastes would be for chipping, landscaping (composts and mulches), merchandisable timber, and transformational plant in Mecca. The US Forest Service, through recent aerial photography, estimates that over 4 billion board feet of timber are located in the three affected counties (San Diego, San Bernardino and Riverside) that equates to 5.2 million dry tons of wood.  Of that, the majority, 2.8 million board feet of timber, is present on federal land. However, nearly 31%, or 1.235 billion board feet of timber are located on local private, state or county lands.  Approximately 370 million, 478,000 bone dry tons of board feet of timber is present in San Diego County. An estimated 450,000 dry tons of wood remains in the burn area, about 25% of which is advised for removal and use as economic resources. 

San Diego region has 7 operational landfill gas generation plants. The total current capacity of these 7 plants is between 17.75 to 18.95 MW, and existing potential capacity is estimated at 72 MW. In addition, two candidate sites were identified as potential new sources of landfill gas to provide a total of 1.02 mmscf/day fuels. By 2030, landfill energy is projected to supply up to 100 MW of local electric demand capacity.

Small Hydroelectric

Small scale hydropower projects generate electricity by converting the power available in flowing water in rivers, canals, or streams. The definition of “small scale” hydropower varies from country to country and state to state. Although a value of up to 10 MW total capacity has becoming the generally accepted definition, in the U.S., SB 1038 lists small hydroelectric generation of 30 MW or less as meeting the criteria for an “in-state renewable electricity generation technology,” but it must meet certain additional requirements to be eligible for support from the Energy Commission’s Renewable Energy Program. This technology is not eligible to receive payments if it is a “hydroelectric generation project that will require a new or increased appropriation of water under part 2 (commencing with Section 1200) of Division 2 of the Water Code.”    Senate Bill 1078 (SB 1078) states that the output of a small hydroelectric facility procured or owned by an electric utility, as of September 12, 2002, is only eligible for establishing the RPS baseline for the utility. The bill also states that a new hydroelectric facility is not an eligible renewable energy resource if it requires new or increased appropriation or diversion of water.    
California depends on large and small hydroelectric power to meet a portion of its electricity needs, with about 15 percent of the electricity used in the state coming from this source. In 2002, the staff estimates that small hydroelectric power provided about 1.6 percent of electricity generation used in California.   

The principal requirements for a small hydropower plant are: a suitable rainfall catchment area, a hydraulic head, a means of transporting water from the intake to the turbine such as a pipe or millrace, a turbine house containing the power generation equipment and valve gear needed to regulate the water supply, a tailrace to return the water to its natural course, and an electrical connection to the load to be supplied. 

In California, hydroelectric power falls into three categories: storage, pumped storage, and run-of-the-river. Pumped storage hydropower stations involve the pumping and discharge of water through turbines between an upper and a lower reservoir. Because of peaking and dispatch capability, storage and pumped storage provide the most benefits. These resources can be used for peak demand and system reliability. Run-of-river hydroelectric plants produce electricity at levels that vary with the amount of annual rainfall and snowfall. Small hydroelectric facilities divert the natural flow of water through a channel or conduit to spin the turbine of an electrical generator and return the water downstream of the turbine. Hydroelectric power provides clean, renewable electricity and frequently other benefits such as habitat for fish and wildlife and opportunities for recreation. Despite this, generating electricity from the natural flow of water comes with negative environmental impacts. Changing water level, water temperature, and water quality can affect fish, plant, and animal life. Diversion structures and changes in water levels have an effect on fish movement.    

The Federal Energy Regulatory Commission (FERC) licenses hydroelectric power facilities for a 30 to 50 year period. The lengthy process is governed by laws and regulations that require extensive planning, environmental studies, and public input.  The FERC licensing process ensures that communication occurs between relevant agencies and organizations and that the necessary studies are conducted. It also aims to minimize damage to the environment from hydroelectric projects. The FERC has recently revised its regulations for licensing hydroelectric facilities with the Final Rule published in the Federal Register on August 25, 2003. With the new process, an applicant’s pre-filing consultation and National Environmental Policy Act scoping is conducted concurrently (and not sequentially), which increases the need for coordination, identification of issues, and early public participation.  

The Cost of Small Hydro

The typical installed cost of a low impact power plant from 100 kW – 30 MW, is between $1700 and $5000/kW depending on site conditions and permitting/licensing requirements. The cost ranges between 8 and 9 cents per kWh, which is expected to drop by about a cent by 2013.

Limitations of Small Hydro

The challenge for small hydro is to find the right balance between efficiency through customized design and cost reduction through standardized design. Rainfall characteristics typically dictate capacity factors for run-of-river systems, which are generally not dispatchable. This means that, like wind energy, hydropower must be part of a portfolio of energy sources.  

Even if it is possible to increase hydropower production in the state, there may be important issues preventing it. In determining whether or not to develop hydropower resources, a state or community must take into account values such as historic and cultural sites; fisheries; wildlife habitat; legal issues; and geologic, recreational, or scenic attributes. 

Protection of fish is often the most contentious issue in planning hydro discussion. Generally national legislation requires that a minimum flow be maintained in the river to ensure the viability and reproduction of fish. For example, dams block the natural flow of rivers and streams, changing the quantity and quality of the water and preventing the passage of migratory fish. Many fish species have very specific habitat requirements, which can be destroyed by altering the stream flow, the turbidity, the water temperature, and the concentration of gases in the water. Land resources, wildlife habitat, and vegetation are lost when the ground is inundated.

Small Hydro Resources in San Diego Region
Due to insufficient indigenous water resources in the region, hydro-power constitutes a small percentage of total regional power supply, and will likely remain so. The region currently has 8.32 MW of hydro-generated power plants. The County Water Authority is currently planning to build a 40 to 90 MW pumped storage facility at the Olivenhain/Lake Hodges site to increase output for meeting peak demand.
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